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कृजि और ककसान कल्याण मतं्रालय 

(कृजि और ककसान कल्याण जिभाग) 

आदेि 

नई कदल्ली, 23 निम् बर, 2023 

 का.आ. 5051(अ).— कें द्रीय सरकार, आिश्यक िस्ट्त ुअजधजनयम, 1955 (1955 का 10) की धारा 3 द्वारा प्रदत्त 

िजियों का प्रयोग करते हुए, उिवरक (अकाबवजनक, काबवजनक या जमजित) (जनयंत्रण) आदेि, 1985 का और संिोधन करने के 

जलए जनम्नजलजखत आदिे करती ह,ै अर्ावत् :-  

1. (1)  इस आदिे का संजिप्त नाम उिवरक (अकाबवजनक, काबवजनक या जमजित) (जनयंत्रण) दसिां  संिोधन आदेि, 2023 ह।ै  

 (2) यह रािपत्र में प्रकािन की तारीख को प्रिृत्त होगा ।  

उिवरक (अकाबवजनक, काबवजनक या जमजित) (जनयंत्रण) आदेि, 1985 (जिसे इसमें इसके पश्चात् उि आदेि कहा गया ह)ै में,-  

 (I)    उि आदिे की अनुसूची-1 के भाग क में, िीिवक ''उिवरकों के जिजनदेि' के अधीन- 

 (क)    “सूक्ष्म पोिक तत्ि” से संबंजधत उपिीिवक 1(छ)में,  क्रम संखयांक 25 और उससे संबंजधत प्रजिजियों के 

पश्चात,् जनम्नजलजखत क्रम संखयांक और प्रजिजियां अंत:स्ट्र्ाजपत की िाएँगी, अर्ावत:्-- 

“26 जचलेटीड कैजल्ियम- सी ए – ईडीटीए के रूप में 

(i) कदखािट-सुप्रिाह पाउडर  

 (ii) भार के आधार पर कैजल्ियम (सी ए के रूप में) का न्यूनतम, प्रजतित  9.0 
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(iii) पी एच (5 % घोल) 6.0 to 7.0 

(iv) भार के आधार पर   िल में अजिलेय सामग्री   का अजधकतम. प्रजतित 0.5 

(v) भार के आधार पर सीसा (पी बी के रूप में) का अजधकतम, प्रजतित  0.003 

(vi)  भार के आधार पर कैडजमयम (सी डी के रूप में) का अजधकतम, प्रजतित  0.0025 

(vii) भार के आधार पर आसेजनक (ए एस के रूप में) का अजधकतम, प्रजतित  0.01 

 

27. जचलेटीड मैगनीजियम  एम िी - ईडीटीए के रूप में 

(i)  कदखािट-सुप्रिाह पाउडर  

(ii)  भार के आधार पर मैगनीजियम (एम िी के रूप में) का न्यूनतम, प्रजतित 5.0 

(iii) पी एच (5% घोल) 6.0 to 7.0 

(iv) भार के आधार पर   िल में अजिलेय सामग्री   का अजधकतम, प्रजतित 0.5 

(v) भार के आधार पर सीसा (पी बी के रूप में) का अजधकतम, प्रजतित 0.003 

(vi) भार के आधार पर कैडजमयम (सी डी के रूप में) का अजधकतम, प्रजतित 0.0025 

(vii) भार के आधार पर आसेजनक (ए एस के रूप में) का अजधकतम, प्रजतित 0.01 

28 जचलेटीड मैंगनीि – एमएन - ईडीटीए  के रूप में) 

(i) कदखािट-सुप्रिाह पाउडर  

(ii) भार के आधार पर मैंगनीि  (एमएन के रूप में) का न्यूनतम प्रजतित  10.0 

(iii) पी एच (5% घोल) 6.0 to 7.0 

(iv) भार के आधार पर   िल में अजिलेय सामग्री   का अजधकतम, प्रजतित 0,5 

(v) भार के आधार पर सीसा (पी बी के रूप में) का अजधकतम, प्रजतित  0.003 

(vi) भार के आधार पर कैडजमयम (सी डी के रूप में) का अजधकतम, प्रजतित  0.0025 

(vii) भार के आधार पर आसेजनक (ए एस के रूप में) का अजधकतम, प्रजतित 0.01 

29 जचलेटीड कापर    सी यू - ईडीटीए के रूप में 

(i)  कदखािट-सुप्रिाह पाउडर  

(ii)  भार के आधार पर कापर  (सी यू के रूप में) का न्यूनतम, प्रजतित 12.0 

(iii) पी एच (5% घोल) 5.5-6.5 

(iv) भार के आधार पर   िल में अजिलेय सामग्री   का अजधकतम. प्रजतित 0,5 

(v) भार के आधार पर सीसा (पी बी के रूप में) का अजधकतम, प्रजतित  0.003 

(vi) भार के आधार पर कैडजमयम (सी डी के रूप में) का अजधकतम, प्रजतित  0.0025 

(vii) भार के आधार पर आसेजनक (ए एस के रूप में) का अजधकतम, प्रजतित 0.01 

(II) उपिीिवक “1(ि) फोरटीफाइड उिवरक के अधीन, क्रम संखया 30 और उससे संबंजधत प्रजिजियों के पश्चात ्जनम्नजलजखत 

क्रमसंखया और प्रजिजियां अतं:स्ट्र्ाजपत की िाएंगी, अर्ावत ्:- 

 

“35.. एकल सुपर फॉस्ट्फेट फोरटीफाइड  जिंक, आयरन और  बोरोन के सार् 

(i) भार के आधार पर आद्रवता प्रजतित, अजधकतम 5.0 

(ii) भार के आधार पर उपलब्ध फास्ट्फोरस (पी2ओ5 के रुप में) प्रजतित, न्यनूतम  16.0 
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(iii) भार के आधार पर िल में घलुनिील  फास्ट्फोरस (पी2ओ5 के रुप में) न्यूनतम, 

प्रजतित.  

14.5 

(iv) भार के आधार पर आयरन (एफ ई के रुप में) न्यूनतम, प्रजतित  0.25 

(v) भार के आधार पर कुल जिंक (िैड एन के रुप में)  प्रजतित,न्यनूतम  0.5 

(vi) भार के आधार पर कुल बोरेन (बी के रुप में)) न्यनूतम प्रजतित  0.2 

(vii) भार के आधार पर फ्री फोस्ट्फोररक एजसड (पी2ओ5 के रुप में) प्रजतित 

अजधकतम  
4.0 

(viii) भार के आधार पर सल्फेट सल्फर (एस के रूप में) , न्यूनतम, प्रजतित  11.0 

(ix) कण आकार : सामग्री का कण आकार ऐसा होगा कक  सामग्री का न्यूनतम 90  

प्रजतित 4  जम. मी. और 1 जम.  मी. भारतीय मानक छलनी के बीच रह िाएगा 

। 

 

 

(III). उप-िीिवक "1 (ट) तरल उिवरक " के अधीन, क्रम संखया 12 और उसके से संबंजधत प्रजिजियों के पश्चात, जनम्नजलजखत 

क्रम संखया और प्रजिजियां क्रमिः अतं:स्ट्र्ाजपत की िाएंगी : - 

 

13.   जिंक ग्लूकोनेट  

 (i) भार के आधार पर जिंक (िैडएन के रूप में)  न्यनूतम, प्रजतित  12.0 

 (ii) पी एच (1 % घोल) 5.5-6.5 

(iii)  जििेि घनत्ि (250 सेंटीग्रेड पर) 1.28-1.45 

(iv) भार के आधार पर सीसा (पी बी के रूप में) का अजधकतम, प्रजतित  0.003 

(v) भार के आधार पर कैडजमयम (सी डी के रूप में) का अजधकतम, प्रजतित  0.0025 

(vi) भार के आधार पर आसेजनक (ए एस के रूप में) का अजधकतम, प्रजतित  0.01 

 

3. उि आदिे की अनुसूची 2 के, भाग ख “उिवरकों के जिश्लेिण की पद्धजत” में, क्रम संखयांक 35 और उससे संबंजधत 

प्रजिजियों के पश्चात,् जनम्नजलजखत क्रम संखयांक और प्रजिजियां अंत:स्ट्र्ाजपत की िाएँगी, अर्ावत्:- 

 

"36. जचलेटेड मैंगनीि का एमएन- ईडीटीए  के रूप में जिश्लेिण की जिजध:- 

क.  अजभकमवक 

 

(i) ग्लास जडजस्ट्टल्ड िॉटर या जडजमनरलाइज्ड िॉटर 2.5+/- 0.5 pH का:- 10% H 2SO 4 के एक एमएल को ग्लास 

जडजस्ट्टल्ड िॉटर या जडजमनरलाइज्ड िॉटर के सार् एक लीटर में पतला करें और 10% H 2 SO 4 या N a O H का उपयोग 

करके pH मीटर से pH को 2.5 पर समायोजित करें। . 

(ii). डाई सोजडयम ईडीटीए घोल:- 0.73 ग्राम डाई सोजडयम ईडीटीए डाई हाइडे्रट को आसुत िल में घोलें और मात्रा 100 

जमलीलीटर कर लें। 

 

ख.  मानक मैंगनीि धात ुस्ट्टॉक जिलयन की तैयारी [1000 पीपीएम]:-  
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(i)  1.0 ग्राम मैंगनीि धात ु को 50 जमलीलीटर सांद्र में घोलें। हाइड्रोक्लोररक एजसड और आसुत िल के सार् मात्रा 

1000 जमलीलीटर कर लें। यह 1000 पीपीएम मैंगनीि स्ट्टॉक जिलयन ह।ै 

 

(ii)  मध्यिती जिलयन (100 पीपीएम): - 10 जमलीलीटर मैंगनीि स्ट्टॉक जिलयन और 10 जमलीलीटर डाई सोजडयम 

ईडीटीए जिलयन 100 जमलीलीटर िॉल्यूमेररक फ़्लास्ट्क में जपपटे करें और आसुत िल के सार् मात्रा में पतला करें। 

 

(रटप्पण:- यकद धात ु स्ट्टॉक जिलयन जबल्कुल 100.0 पीपीएम नहीं ह,ै तो धातु को केलेट करन े के जलए आिश्यक डाइ 

सोजडयम ईडीटीए का सटीक अनुमापांक मूल्य िोड़ना होगा।) 

(iii)  कायविील मानक जिलयन:- 100 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में 100 पीपीएम मध्यिती जिलयन की मात्रा को 

जपपेट करें और अम्लीय पानी के सार् मात्रा बनाएं। 

 

100 पीपीएम मध्यिती जिलयन से जलए गय े

जिलयन की मात्रा (एमएल) 

 

मात्रा 100 जमलीलीटर (एमएल) 

करें 

100 जम.ली िॉल्यूम बनाने के 

पश्चात पीपीएम में एमएन की 

सांद्रता 

1.0 जम.ली. 100 जम.ली. 1.0 पी. पी. एम. 

2.0 जम.ली. 100 जम.ली. 2.0  पी. पी. एम. 

3.0 जम.ली. 100 जम.ली. 3.0 पी. पी. एम. 

4.0 जम.ली. 100 जम.ली. 4.0 पी. पी. एम. 

 

 ग जचलेटेड मैंगनीि के जलए नमूना जिलयन तैयार करना:- 

 

(i)1.0 ग्राम नमून ेका ििन करें और 100 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में डालें और आसुत िल से मात्रा बनाएं। नमूना 

जिलयन के 1.0 जमलीलीटर को जपपेट कर बाहर जनकालें और आसुत िल के सार् 100 एमएल का दसूरा तनुकरण करने के 

जलए इसे और पतला करें, दसूरे तनुकरण से 5 जमलीलीटर जपपटे करें और 1.0-4.0 पीपीएम से उपरोि ज्िलन सीमा प्राप्त 

करने के जलए अम्लीय पानी के सार् 50 जमलीलीटर की मात्रा बनाएं। 

 

(ii) जिलयनों को प्रज्िजलत करना:- िाय-ुएजसरटलीन लौ का उपयोग करके 279.5 एनएम (यतं्र की एमएन लाइन) की तरंग 

दैध्यव पर परमाण ुअििोिण स्ट्पके्रोफोटोमीटर पर मानकों और जचलेटेड मैंगनीि के नमून ेको प्रज्िजलत करें। 

 

(iii) एक खाली जिलयन तैयार करें जिसमें से केिल नमनूा हटा कदया गया हो। मानकों एिं नमनूे सजहत प्रज्िजलत करें। 

 

(घ)  गणना:- 

X-अि पर उनकी संबंजधत सांद्रता के जलए Y-अि पर अििोिण मान को आलेजखत करके मैंगनीि जिलयनों की ज्ञात 

सांद्रता का एक मानक िक्र तैयार करें।  

भाग-I:- जचलेटेड मैंगनीि नमून ेमें कुल मैंगनीि सामग्री का जनधावरण:-  

कुल एमएन सामग्री = घोल को िलान ेके बाद प्राप्त पीपीएम में एमएन की सांद्रता X 10 

भाग-II:- जचलेटेड नमून ेमें मिु मैंगनीि सामग्री का जनधावरण:- 

 



[भाग II—खण् ड 3(ii)] भारत का रािपत्र : असाधारण  5 

अजभकमवक:- 

(i) 0.02 एम ईडीटीए का डाय सोजडयम नमक - 100 जमलीलीटर आसुत िल में 0.7444 ग्राम ईडीटीए का डाय सोजडयम 

नमक डालें । 0.02 एम मानक जिंक/मैंगनीि धात ुजिलयन के सार् मानकीकृत करें। 

(ii) हाइड्रॉजक्सलामाइन हाइड्रोक्लोराइड - 0.1-0.2 ग्राम 

जद्वतीय. राइएटेनोलामाइन - 1-2 एमएल  

(iii). बफर जिलयन,पीएच - 10.0; और 

(iv). संकेतक एरीओक्रोम ब्लैक टी (ईबीटी) पाउडर 

नमूने के स्ट्टॉक तनुकरण से 10 जमलीलीटर एजलकोट लें (100 जमलीलीटर में 1.0 ग्राम) इसमें  

0.1 ग्राम हाइड्रॉजक्सलमाइन एचसीएल, राइर्ेनॉलमाइन का 1 से 2 जमलीलीटर, पीएच 10.0 का 10 जमलीलीटर बफर, 

ईबीटी संकेतक जमलाएं  और 0.02 एम जडसोजडयम ईडीटीए जिलयन के जलए अनुमापन करें। 

 

% मुि मैंगनीि = EDTA का अनुमापन मान x एमएन धात ुका परमाण ुभार X EDTA की मोलररटी x 1 

% जचलेटेड मैंगनीि सामग्री = % कुल मैंगनीि - % मिु मैंगनीि सामग्री 

 

37. जचलेटेड कैजल्ियम का Ca ई डी टी ए के रूप में जिश्लेिण की जिजध:- 

क. अजभकमवक:- 

(i). ग्लास आसुत िल या जडजमनरलाइज्ड िल 2.5+/- 0.5 pH का:- 

 1 एमएल 10% H 2SO 4  को एक लीटर ग्लास जडजस्ट्टल्ड िॉटर या जडजमनरलाइज्ड पानी के सार् पतला करें और 10% 

H2SO4 या NaOH का उपयोग करके पीएच मीटर के सार् पीएच को 2.5 पर समायोजित करें। 

(ii). डाई सोजडयम EDTA घोल:- 0.73 ग्राम डाई सोजडयम EDTA डाई हाइडे्रट को आसुत िल में घोलें और आयतन 

100 एमएल कर लें। 

(iii). स्ट्रोंरटयम क्लोराइड (SrCl2 .6H2O) - 15.0 ग्राम स्ट्रोंरटयम क्लोराइड 20 जमलीलीटर 0.5N HCl में और 100 

जमलीलीटर तक पतला करें। 

 

ख  कैजल्ियम 1000 पीपीएम का मानक स्ट्टॉक जिलयन तैयार करना:- 

(i) 2.498 ग्राम CaCO3 को 3 N HCl की न्यूनतम मात्रा में घोलें। आसुत िल के सार् 1000 जमलीलीटर तक पतला करें। 

यह 1000 पीपीएम कैजल्ियम स्ट्टॉक जिलयन ह।ै 

(ii) मध्यिती जिलयन (100 पीपीएम): - जपपेट 10 जमलीलीटर कैजल्ियम स्ट्टॉक जिलयन और 50 जमलीलीटर डाई 

सोजडयम ईडीटीए जिलयन 100 जमलीलीटर िॉल्यूमेररक फ़्लास्ट्क में और आसुत िल के सार् मात्रा में पतला करें। 

(रटप्पण:- यकद धात ु स्ट्टॉक जिलयन जबल्कुल 100.0 पीपीएम नहीं ह,ै तो धात ु को केलेट करन े के जलए आिश्यक डाइ 

सोजडयम ईडीटीए का सटीक अनुमापांक मूल्य िोड़ना होगा।) 

(ii) कायविील मानक जिलयन:- 100 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में 100 पीपीएम मध्यिती जिलयन की मात्रा को 

जपपेट करें और अम्लीय पानी के सार् मात्रा बनाएं। 

 

100 पीपीएम मध्यिती जिलयन से 

जलए गय ेजिलयन की मात्रा  

स्ट्रोंरटयम क्लोराइड की मात्रा 

(एमएल) 

100 जम.ली िॉल्यूम बनाने के पश्चात 

पीपीएम में Ca की सांद्रता 

5.0 जम.ली. 10.0 जम.ली. 5.0 पीपीएम 

10.0 जम.ली. 10.0 जम.ली. 10.0 पीपीएम 
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15.0 जम.ली. 10.0 जम.ली. 15.0 पीपीएम 

20.0 जम.ली. 10.0 जम.ली. 20.0 पीपीएम 

 

(ग) जचलेटेड कैजल्ियम के जलए नमूना जिलयन की तैयारी:- 

(i) 1.0 ग्राम नमून ेका ििन करें और 100 जमलीलीटर िॉल्यमूेररक फ्लास्ट्क में डालें और आसुत िल से मात्रा बनाएं। नमूना 

जिलयन के 5.0 जमलीलीटर को जपपेट कर बाहर जनकालें और आसुत िल के सार् 100 जमलीलीटर की दसूरी तनुकरण करने 

के जलए इसे और पतला करें, दसूरे तनुकरण से 10.0 जमलीलीटर को जपपेट करें और उपरोि ज्िलन सीमा 5.0-20.0 

पीपीएम तक प्राप्त करन ेके जलए अम्लीय िल के सार् 100 जमलीलीटर की मात्रा बनाएं। 

(ii) जिलयनों को प्रज्िजलत करना:- 

एयर-एजसरटलीन लौ का उपयोग करके 422.7 एनएम (उपकरण की सीए लाइन) की तरंग दैध्यव पर परमाण ुअििोिण 

स्ट्पेक्रोफोटोमीटर पर मानकों और जचलेटेड कैजल्ियम के नमून ेको प्रज्िजलत करें। 

(iii) एक खाली जिलयन तैयार करें जिसमें से केिल नमनूा हटा कदया गया हो। मानकों एिं नमनूे सजहत प्रज्िजलत करें।  

घ. गणना:- 

एक्स-अि पर उनके संबंजधत सांद्रता के जलए िाई-अि पर अििोिण मान को जचजत्रत करके कैजल्ियम जिलयनों की ज्ञात 

सांद्रता का एक मानक िक्र तैयार करें।  

 

भाग-I:- जचलेटेड कैजल्ियम नमनूे में कुल कैजल्ियम सामग्री का जनधावरण:- 

कुल Ca सामग्री = Ca की सांद्रता (पीपीएम में) प्रज्िजलत होने के पश्चात X 2  

भाग-II:- जचलेटेड नमून ेमें मिु कैजल्ियम का जनधावरण:- 

 (i). अजभकमवक:-  

0.02 एम जडसोजडयम ईडीटीए - 100 जमलीलीटर आसुत िल में 0.7444 ग्राम जडसोजडयम ईडीटीए का नमक  डालें। 

0.02 एम मानक जिंक/मैंगनीि धात ुजिलयन के सार् मानकीकृत करें। 

(ii). बफर जिलयन, पीएच  - 10.0 

(iii). संकेतक एरीओक्रोम ब्लैक टी (ईबीटी) पाउडर 

(iv).  नमूने के स्ट्टॉक तनुकरण से 10 जमलीलीटर एजलकोट लें (100 जमलीलीटर में 1.0 ग्राम) । 0.1 ग्राम 

हाइड्रॉजक्सलमाइन एचसीएल, राइर्ेनॉलमाइन का 1-2 जमलीलीटर, पीएच 10.0 का 10 जमलीलीटर बफर, ईबीटी 

संकेतक को िोड़ें और 0.02 एम जडसोजडयम ईडीटीए जिलयन हतेु अनुपालन करें । 

  

% मुि कैजल्ियम = ईडीटीए का अनुमापन मान x Ca धातु का परमाण ुभार x ईडीटीए की मोलरता x 1 

% जचलेटेड कैजल्ियम सामग्री = % कुल कैजल्ियम - % मिु कैजल्ियम सामग्री 

 

38. एमिी-ईडीटीए के रूप में जचलेटेड मैग्नीजियम के जिश्लेिण की जिजध:- 

क. अजभकमवक:- 

(i) ग्लास आसुत िल या जडजमनरलाइज्ड िल 2.5+/- 0.5 पीएच का :- 

1.0 एमएल 10% H 2SO 4  को एक लीटर आसुत िल  या जडजमनरलाइज्ड िल के सार् पतला करें और 10% H2SO 4 

या NaOH का उपयोग करके पीएच मीटर के सार् पीएच को 2.5 पर समायोजित करें। 

 (ii) डाय सोजडयम ईडीटीए घोल:- 0.73 ग्राम डाई सोजडयम ईडीटीए डाई हाइडे्रट को आसुत िल में घोलें और मात्रा 100 

जमलीलीटर कर लें। 
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ख मैग्नीजियम 1000 पीपीएम का मानक स्ट्टॉक जिलयन तैयार करना 

 

(i) 1.0 ग्राम मैग्नीजियम धातु को 1:1 एचसीएल के 30 जमलीलीटर में घोलें और आसुत िल के सार् िॉल्यूमेररक फ्लास्ट्क में 

1000 जमलीलीटर तक पतला करें। यह 1000 पीपीएम मैग्नीजियम स्ट्टॉक जिलयन ह।ै 

(ii) मध्यिती जिलयन [100 पीपीएम] 

100 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में 10 जमलीलीटर मगै्नीजियम स्ट्टॉक जिलयन और 20 जमलीलीटर डाय सोजडयम 

ईडीटीए जिलयन जपपेट करें और आसुत िल के सार् मात्रा पतला करें। 

 

(रटप्पण:- यकद धात ुस्ट्टॉक जिलयन जबल्कुल I00 पीपीएम नहीं ह,ै तो धात ुको जचलेटेड करने के जलए आिश्यक जडसोजडयम 

ईडीटीए का सटीक अनुमापांक मूल्य िोड़ना होगा।) 

(iii) कायविील मानक जिलयन:- 100 पीपीएम मध्यिती जिलयन की जनम्नजलजखत मात्रा को 100 जमलीलीटर िॉल्यूमेररक 

फ्लास्ट्क में जपपेट करें और अम्लीय पानी के सार् मात्रा बनाएं। 

 

100 पीपीएम मध्यिती जिलयन से जलए गये 

जिलयन की मात्रा (एमएल) 

 

मात्रा 100 जमलीलीटर (एमएल) 

करें 

100 जम.ली िॉल्यूम बनाने के 

पश्चात पीपीएम में एम िी की 

सांद्रता 

0.1 जम.ली. 100 जम.ली. 0.1 पी. पी. एम. 

0.2 जम.ली. 100 जम.ली. 0.2 पी. पी. एम. 

0.4 जम.ली. 100 जम.ली. 0.4 पी. पी. एम. 

0.6 जम.ली. 100 जम.ली. 0.6 पी. पी. एम. 

 

(ग.) जचलेटेड मगै्नीजियम के जलए नमूना जिलयन तैयार करना:- 

 

(i) 1.0 ग्राम नमून ेका ििन करें और 100 जमलीलीटर िॉल्यमूेररक फ्लास्ट्क में डालें और आसुत िल से मात्रा बनाएं। नमूना 

जिलयन के 2.0 जमलीलीटर को जपपेट से जनकालें और आसुत िल के सार् 100 जमलीलीटर का दसूरा तनुकरण करन े के 

जलए इसे और पतला करें, दसूरे तनुकरण से 1.0 जमलीलीटर को जपपेट करें और उपरोि ज्िलन सीमा 0.1-0.25 पीपीएम 

तक प्राप्त करने के जलए अम्लीय िल के सार् 100 जमलीलीटर की मात्रा बनाएं। 

(ii) जिलयनों को प्रज्िजलत करना: - िाय-ुएजसरटलीन का उपयोग करके 285.2 एनएम (यंत्र की एमिी लाइन) की तरंग 

दैध्यव पर परमाण ुअििोिण स्ट्पके्रोफोटोमीटर पर मानकों और जचलेटेड मैग्नीजियम के नमनूे को प्रज्िजलत करें । 

(iii) एक खाली जिलयन तैयार करें जिसमें से केिल नमनूा हटा कदया गया हो। मानकों एिं नमनूे सजहत प्रज्िजलत करें । 

घ. गणना:- 

एक्स-अि पर उनकी संबंजधत सांद्रता के जलए िाई-अि पर अििोिण मान को आलेजखत करके मगै्नीजियम जिलयनों की 

ज्ञात सांद्रता का एक मानक िक्र तैयार करें। 

भाग-I:- जचलेटेड मगै्नीजियम नमून ेमें कुल मगै्नीजियम सामग्री का जनधावरण:- 

कुल एमिी सामग्री = Mg की सांद्रता (पीपीएम में) प्रज्िजलत होने के पश्चात X 50 

   

भाग-II - जचलेटेड नमून ेमें मिु मैग्नीजियम का जनधावरण:- 

अजभकमवक:-  
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(i) 0.02 एम जडसोजडयम ईडीटीए घोल - 100 जमलीलीटर आसुत िल में 0.7444 ग्राम जडसोजडयम ईडीटीए नमक को 

डालें और 0.02 एम मानक जिंक/मैंगनीि धात ुजिलयन के सार् मानकीकृत करें। 

(ii). बफर जिलयन, पीएच - 10.0 

(iii). संकेतक एरीओक्रोम ब्लैक टी (ईबीटी) पाउडर  

 

(iv) नमूने के स्ट्टॉक तनुकरण से 10 जमलीलीटर एजलकोट (100 जमलीलीटर में 1.0 ग्राम) लें। 0.1 ग्राम हाइड्रॉजक्सलमाइन 

एचसीएल, 1-2 जमलीलीटर राइर्ेनॉलमाइन, 10 जमलीलीटर 10 पीएच का बफर ईबीटी संकेतक िोड़ें और  0.02 एम 

जडसोजडयम ईडीटीए जिलयन  के जखलाफ टाइरेट करें। 

% मुि मैग्नीजियम = EDTA का अनुमापन मान x Mg धातु का परमाण ुभार x 

EDTA की मोलरता x 1 

% जचलेटेड मगै्नीजियम सामग्री = % कुल मगै्नीजियम - % जनःिुल्क मगै्नीजियम सामग्री 

 

39. जचलेटेड कॉपर का सीय ू- ई डी टी ए के रूप में जनधावरण:- 

क.अजभकमवक:- 

(i)  ग्लास आसुत िल या जडजमनरलाइज्ड िल 2.5+/- 0.5 pH  का:- 

l.0 एमएल  10% H2SO4 को ग्लास जडजस्ट्टल्ड िॉटर या जडजमनरलाइज्ड िल के सार् एक लीटर तक पतला करें और 

10% H2SO4 या NaOH का उपयोग करके pH मीटर के सार् pH को 2.5 पर समायोजित करें। 

(ii). डाई सोजडयम ईडीटीए घोल:- 0.73 ग्राम डाई सोजडयम ईडीटीए डाई हाइडे्रट को आसुत िल में घोलें और मात्रा 100 

जमलीलीटर कर लें। 

 

ख   कॉपर 1000 पीपीएम का मानक स्ट्टॉक घोल तैयार करना,  

(i) 1.0 ग्राम कॉपर टर्निंग्स को 1:1HNO3 के 30 जमलीलीटर में घोलें। 

और आसुत िल के सार् िॉल्यूमेररक फ्लास्ट्क में 1000 जमलीलीटर तक पतला करें। यह 1000 पीपीएम कॉपर स्ट्टॉक 

जिलयन ह।ै 

(ii) मध्यिती जिलयन [100 पीपीएम] 

100 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में 10 जमलीलीटर कॉपर स्ट्टॉक जिलयन और 10 जमलीलीटर जडसोजडयम ईडीटीए 

जिलयन जपपेट करें और आसुत िल के सार् मात्रा को पतला करें। 

(रटप्पण:- यकद धात ुस्ट्टॉक जिलयन जबल्कुल I00 पीपीएम नहीं ह,ै तो धात ुको जचलेटेड करने के जलए आिश्यक जडसोजडयम 

ईडीटीए का सटीक अनुमापांक मूल्य िोड़ना होगा।)  

(iii)  कायविील मानक जिलयन:- 100 पीपीएम मध्यिती जिलयन की  जनम्नजलजखत मात्रा को 100 जमलीलीटर िॉल्यूमेररक 

फ्लास्ट्क में जपपेट करें और अम्लीय िल  के सार् मात्रा बनाएं। 

100 पीपीएम मध्यिती जिलयन से जलए गय े

जिलयन      की मात्रा (एमएल) 

 

मात्रा 100 जमलीलीटर (एमएल) 

करें 

100 जम.ली िॉल्यूम बनाने के 

पश्चात पीपीएम में कॉपर की 

सांद्रता 

0.5 जम.ली. 100 जम.ली. 0.5 पी. पी. एम. 

1.0 जम.ली. 100 जम.ली. 1.0 पी. पी. एम. 

1.5 जम.ली. 100 जम.ली. 1.5 पी. पी. एम. 

2.0 जम.ली. 100 जम.ली. 2.0 पी. पी. एम. 
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ग जचलेटेड कॉपर के जलए नमूना जिलयन तैयार करना:- 

(i) 1.0 ग्राम नमून ेका ििन करें और 200 जमलीलीटर िॉल्यमूेररक फ्लास्ट्क में डालें और आसुत िल से मात्रा बनाएं। नमूना 

जिलयन के 2.0 जमलीलीटर को जपपेट से बाहर जनकालें और आसुत िल के सार् 100 जमलीलीटर का दसूरा तनुकरण करन े

के जलए इसे और पतला करें, दसूरे तनुकरण से 10.0 जमलीलीटर जपपेट करें और 0.5-2.0 पीपीएम से ऊपर की ज्िलन 

सीमा के बीच प्राप्त करन ेके जलए अम्लीय िल के सार् 100 जमलीलीटर की मात्रा बनाएं। 

(ii) जिलयनों को प्रज्िजलत करना:- िाय-ुएजसरटलीन लौ का उपयोग करके 324.8 एनएम (उपकरण की Cu लाइन) की 

तरंग दधै्यव पर परमाण ुअििोिण स्ट्पेक्रोफोटोमीटर पर मानकों और जचलेटेड कॉपर के नमून े प्रज्िजलत करें। 

 

(iii) एक खाली जिलयन तैयार करें जिसमें से केिल नमनूा हटा कदया गया हो। मानकों एिं नमनूे सजहत प्रज्िजलत करें । 

घ. गणना:- 

एक्स-अि पर उनकी संबंजधत सांद्रता के जलए िाई-अि पर अििोिण मान को आलेजखत करके तांबे के घोल की ज्ञात 

सांद्रता का एक मानक िक्र तैयार करें। 

भाग-I:- जचलेटेड कॉपर के नमनूे में कुल कॉपर सामग्री का जनधावरण:-  

कुल Cu सामग्री = Cu की सांद्रता) प्रज्िजलत होने के पश्चात पीपीएम में X 10 

भाग-II:- जचलेटेड नमून ेमें मिु तांबे का जनधावरण:- 

 अजभकमवक:-  

(i)  0.02 एम जडसोजडयम ईडीटीए का घोल - 100 जमलीलीटर आसुत िल में 0.7444 ग्राम ईडीटीए का डायसोजडयम 

नमक को  0.02 एम मानक जिंक/मैंगनीि धात ुजिलयन के सार् मानकीकृत करें। 

(ii) एसीटेट बफर (पीएच = 2.8) - 4.0 ग्राम सोजडयम एसीटेट राइहाइडे्रट + ग्लेजियल एजसरटक एजसड की 155 

जमलीलीटर मात्रा को 1000 जमलीलीटर करें । 

(iii). मेर्नॉजलक पनै संकेतक:  

 0.2 ग्राम पैन संकेतक को 10 जमलीलीटर मेर्नॉल में डालें ।  

 

नमूने के स्ट्टॉक तनुकरण से 20 जमलीलीटर एजलकोट (200 जमलीलीटर में 1.0 ग्राम) लें। पनै संकेतक जिलयन  और 10 

जमलीलीटर 2.8  पीएच का एसीटेट बफर डालें और 0.02 एम डायसोजडयम ईडीटीए जिलयन के जखलाफ अनुमापन करें। 

अंजतम जबंद ुमैिेंटा लाल से पीला हरा ह।ै 

% मुि कॉपर = EDTA का अनुमापन मान x Cu धात ुका परमाणु भार x EDTA की मोलरता x 1 

% जचलेटेड कॉपर सामग्री = % कुल कॉपर - % जनःिुल्क कॉपर सामग्री 

 

40. परमाणु अििोिण स्ट्पेक्रोफोटोमीटर द्वारा जिंक ग्लाइजसन के रूप में जचलेटेड जिंक में जिंक सामग्री का  अनुमान 

जसद्धांत:-जिंक-ग्लाइजसन में कुल जिंक िेट डाईिेिन (जिंक के रूप में) द्वारा जनकाला िाता ह ै। 

परमाणु अििोिण स्ट्पेक्रोफोटोमीटर का उपयोग करके अनुमान लगाया गया। 

I. उपकरण/उपकरण/कांच के बतवन:- 

i) परमाणु अििोिण स्ट्पेक्रोफोटोमीटर 

ii) हॉट प्लेट 

iii) जिश्लेिणात्मक संतुलन ििन न्यूनतम जगनती 0.1 जमलीग्राम 

iv) आिश्यक कांच के सामान 

2. अजभकमवक II. अजभकमवक और रसायन:- 

(i) जिंक धात ु(िुद्ध) 
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(ii) नाइररक एजसड (एआर ग्रडे सांद्र) 

(iii) सल्फ्यूररक एजसड (एआर ग्रेड सांद्र) 

(iv) पक्लोररक एजसड (एआर ग्रडे - 70%) 

 

v) राई एजसड जमिण (नाइररक एजसड का 10 भाग + सल्फ्यूररक एजसड का 01 भाग + पक्लोररक एजसड का 04 भाग) 

3.. प्रकक्रया :- 

क) मानक जिलयन तैयार करना - 

(i) 1000 पीपीएम जिंक का मानक घोल तैयार करना - 500 जमलीग्राम जिंक धातु को सटीक रूप से तौलें और 10 

जमलीलीटर हाइड्रोक्लोररक एजसड सांद्र में घोलें। और आसुत िल के सार् इसकी मात्रा 500 जमलीलीटर कर लें। 

(ii) कायविील मानक घोल तैयार करना - 100 पीपीएम मानक घोल का 1 जमली, 2 जमली, 5 जमली, 8 जमली, 10 जमली 

एजलकोट को अलग-अलग 100 जमली िॉल्यूमेररक फ्लास्ट्क में लें और प्रत्येक िॉल्यूमेररक फ्लास्ट्क में 2 जमली नाइररक एजसड 

जमलाएं और जडजस्ट्टल्ड पानी का उपयोग करके मात्रा में पतला करें।  

(iii) ये जिलयन क्रमिः 1.0, 2.0, 5.0, 8.0 और 10.0 पीपीएम के होंगे। 

ख) नमनूा जिलयन तैयार करना - 

 

i) 250 जमलीलीटर एलनेमेयर (िंक्वाकार) फ्लास्ट्क में 1.0 ग्राम जिंक ग्लाइजसन का नमूना लें। 

ii) 10 जमलीलीटर राई एजसड जमिण (नाइररक एजसड का 10 भाग: सल्फ्यूररक एजसड का 1 भाग: पक्लोररक एजसड का 4 

भाग) को जमलाएं। 

iii) घोल को 150 से 200 जडग्री सेजल्सयस के तापमान पर गमव प्लेट पर तब तक उबालें िब तक घोल साफ न हो िाए और 

मात्रा को तब तक कम करत ेरहें िब तक सफेद धुआं कदखाई न दे । 

iv) कफर घोल को गमव प्लेट से जनकालें, ठंडा करें और आसुत िल के सार् इसकी मात्रा 250 जमलीलीटर तक कर लें। 

v) 250 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में 5 जमलीलीटर एजलकोट लें और आसुत िल से मात्रा बनाएं। 

vi) ररि जिलयन को भी उसी स्ट्तर पर चलाएँ। 

ग) एएएस द्वारा नमून ेमें जिंक का अनुमान - 

i) 215.9 एनएम तरंग दैध्यव पर नमूना जिलयन के बाद मानक जिलयन को प्रज्िजलत करें। 

 

4. गणना:- ििन के अनुसार जिंक %:- (एस-बी) x िी x डी x 100 / डब्ल्य ूx 106 

िहां एस = औसत सांद्रता पीपीएम में  

िी = जिलयन की मात्रा 

बी = पीपीएम में खाली रीजडंग  

डी = तनुकरण 

डब्ल्य ू= नमनूे का ििन ग्राम में 

 

नोट:- नमून ेके जिश्लेिण के दौरान जमल्ली-क्यू-िाटर के स्ट्र्ान पर आसुत िल का उपयोग c 

41. परमाण ुअििोिण स्ट्पेक्रोफोटोमीटर द्वारा कैजल्ियम ग्लाइजसन के रूप में जचलेटेड कैजल्ियम में कैजल्ियम सामग्री का 

अनुमान 

जसद्धांत:- 

कैजल्ियम-ग्लाइजसन में कुल कैजल्ियम िेट डायिेिन द्वारा जनकाला िाता ह ैऔर परमाण ुअििोिण स्ट्पेक्रोफोटोमीटर का 

उपयोग करके अनुमान लगाया िाता ह ै। 

I.उपकरण/उपकरण/कांच के बतवन:- 
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(i) परमाण ुअििोिण स्ट्पेक्रोफोटोमीटर 

(ii) हॉट प्लेट 

(iii) जिश्लेिणात्मक संतुलन ििन न्यूनतम जगनती 0.1 जमलीग्राम 

(iv) आिश्यक कांच के सामान 

II. अजभकमवक एि ंरसायन:- 

(i) कैजल्ियम काबोनेट (परख 99.5%) 

(ii) नाइररक एजसड (एआर ग्रडे सांद्र) 

(iii) हाइड्रोक्लोररक एजसड (परख 35.8 - 36.5%) 

(iv) पक्लोररक एजसड (एआर ग्रडे - 70%) 

(v) लैंर्ेनम ऑक्साइड (परख 99.0%) 

(vi) एजसड जमिण (नाइररक एजसड 2 भाग: पक्लोररक एजसड 1 भाग) 

(vii) लैंर्नेम ऑक्साइड घोल: 5.86%w/v (58.65 ग्राम लैंर्नेम ऑक्साइड, 250 जमली हाइड्रोक्लोररक एजसड और 

जमल्ली-क्यू िल के सार् मात्रा 1000 जमली बनाएं) 

III प्रकक्रया : 

क) मानक जिलयन तैयार करना - 

i) 1000 पीपीएम कैजल्ियम का मानक घोल तैयार करना - 2.50 ग्राम कैजल्ियम काबोनेट को सटीक रूप से तौलें और 

1000 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में घोलें और आसुत िल के सार् मात्रा 1000 जमलीलीटर तक करें। 

ii) कायविील मानक घोल तैयार करना - 100 पीपीएम मानक जिलयन से 0.5 जमली, 1.0 जमली, 2.0 जमली, 3.0 जम.ली. 

4.0 जमलीलीटर, 5 जमलीलीटर एजलकोट को अलग-अलग 100 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में लें और प्रत्येक 

िॉल्यूमेररक फ्लास्ट्क में 10 जमलीलीटर लैंर्नेम ऑक्साइड जिलयन िोड़ें और आसुत िल का उपयोग करके मात्रा में पतला 

करें। ये जिलयन क्रमिः 0.5, 1.0, 2.0, 3.0, 4.0, 5.0 पीपीएम के होंगे। 

ख) नमनूा जिलयन तैयार करना - 

(i) 250 जमलीलीटर िंक्वाकार फ्लास्ट्क में 1.0 ग्राम कैजल्ियम ग्लाइजसन का नमनूा लें। 

(ii) 10 जमलीलीटर एजसड जमिण जमलाएं 

(iii) घोल को 150 से 200 जडग्री सेजल्सयस के तापमान पर गमव प्लेट पर तब तक उबालें िब तक घोल साफ न हो िाए और 

सफेद धुंआ कदखाई देन ेतक मात्रा को कम करत ेरह े। 

(iv) कफर घोल को हॉट प्लेट  से जनकालें, ठंडा करें और 5 जमलीलीटर हाइड्रोक्लोररक एजसड जमलाए ंऔर आसुत िल के 

सार् इसकी मात्रा 250 जमलीलीटर कर लें। 

(v) 250 जमलीलीटर िॉल्यूमेररक फ्लास्ट्क में 2 जमलीलीटर एजलकोट लें और 25 जमलीलीटर लैंर्ेनम ऑक्साइड घोल 

जमलाएं और आसुत िल के सार् मात्रा बनाएं। 

(vi) ररि जिलयन को भी उसी स्ट्तर पर चलाएँ। 

 

(ग) एएएस द्वारा नमनूे में कैजल्ियम का अनुमान - 

 मानक घोल को 422.67 एनएम तरंगदैर्घयव पर नमूना घोल के बाद प्रज्िजलत करें। 

 

घ.  गणना: - ििन के अनुसार कैजल्ियम %: - (एस-बी) x िी x डी x 100 / डब्ल्य ूx 106  

िहां एस = औसत सांद्रता पीपीएम में 

िी = जिलयन की मात्रा 

बी = पीपीएम में खाली रीजडंग  
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डी = तनुकरण 

डब्ल्य ू= नमनूे का ििन ग्राम में 

 

रटप्पण:- नमून ेके जिश्लेिण के दौरान जमल्ली-क्यू-िाटर के स्ट्र्ान पर आसुत िल का उपयोग  

ककया िाए। 

 

5.  अनुसूची III, भाग घ में, “िैि उिवरकों के जिश्लेिण की जिजध”, उप-िीिवक 1(ई) में। माइकोररज़ल िैि उिवरकों के जलए 

जिश्लेिण की जिजध, क्रम 3 में कुल व्यिहायव बीिाणुओं का अनुमान, पैरा ख के स्ट्र्ान पर, जनम्नजलजखत को रखा िाएगा 

अर्ावत ्:-, 

(ख)  प्रकक्रया 

(i)100 ग्राम माइकोररज़ल बायोफर्टवलाइज़र को पयावप्त मात्रा में पानी में जमलाए ंऔर िाल के आकार के घटत ेक्रम में 

व्यिजस्ट्र्त चलनी की एक िृंखला के माध्यम से छान लें। 

(ii). जमट्टी िाहक सामग्री या काबवजनक पदार्ों के समुच्चय से बीिाणुओं को मुि करन े के जलए पानी से िोरदार धलुाई 

आिश्यक ह।ै 

(iii). िड़ें और मोटा मलबा मोटे छलनी (1 जममी और 450 माइक्रोन) पर एकत्र ककया िाता ह,ै िबकक बीिाणु सभी 

संबंजधत बारीक छलनी (250 माइक्रोन, 100 माइक्रोन और 40/50 माइक्रोन) पर एकत्र ककए िाते हैं। 

(iv). छलनी को िार में इकट्ठा करें और चंुबकीय जस्ट्टरर पर लगातार जहलान ेके दौरान बीिाणु गणना के जलए एजलकोट्स 

देखें ताकक बीिाणु और िाहक का उजचत पृर्क्करण हो सके (टीईआरआई जििेिज्ञों के सुझाि के अनुसार)। 

(v),सभी महीन छलनी (250 माइक्रोन 100 माइक्रोन और 40/50 माइक्रोन) से स्ट्र्ानातंरण एजलकोट्स को जमजित ककया 

िाता ह ैऔर कुल व्यिहायव बीिाणु गणना के जलए स्ट्टीररयोमाइक्रोस्ट्कोप के तहत जग्रड िाल ेपेरी जडि/प्लेट पर ठीक से देखा 

िाता ह।ै 

(vi). प्लेट/जडि में बीिाणओुं की संखया जगनें और इसे नमून ेके बीिाणु/ग्राम के रूप में व्यि करें। 

 

6. अनुसूची VII  िीिवक “ननैो 'उिवरकों के सामान्य जिजनदेि,” के अधीन, उपिीिवक “1. नैनो नाइरोिन” में,- 

 (क)  क्रम संखयाक (1) और उससे संबंजधत प्रजिजियां का लोप ककया िाएगा; 

(ख) क्रम संखयाक (4) और उससे संबंजधत प्रजिजियां का लोप ककया िाएगा; 

((ग) क्रम संखयाक (5) और उससे संबंजधत प्रजिजियां का लोप ककया िाएगा । 

 

(ii) क्रम संखयाक 2 “नैनो नाइरोिन और फास्ट्फोरस उिवरक”  और उससे संबंजधत प्रजिजियों के पश्चात ् जनम्नजलजखत क्रम 

संखया और प्रजिजियों को अतःस्ट्र्ाजपत ककया िाएगा, अर्ावत:्— 

“3. नैनो फास्ट्फोरस उिवरक                 

 मानदंड जिजनदेि 

1. एक जिमा में नैनो मीटर (एन एम) में कण का आकार   

  

(क) कण का द्रिगजतक आकार  ) डीएलएस जिश्लेिण के अनुसार* 

* परीजित ककए गए नमून ेमें कम से कम 50% कण बताए गए बायोटेक्नोलॉिी 

जिभाग के मागवदिवक जसद्धांतो को पूरा करने िाली उपरोि रेंि में होना चाजहए। 

 

 

    

<100  एन  एम 
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(ख) कण का भौजतक आकार  (टीई एम) जिश्लेिण के अनुसार* 

*परीजित ककए गए नमून ेमें कम से कम 50% कण बताए गए बायोटेक्नोलॉिी 

जिभाग के मागवदिवक जसद्धांतो को पूरा करने िाली उपरोि रेंि में होना चाजहए। 

<100   एन  एम 

 

2 सतह चािव / िीटा पोटेंजियल एमिी (+/- पैमाना) 14 to 17” 

 [फा. सं. 2-3/2023 उिवरक-जिजध] 

 योजगता राना, संयकु् त सजचि 

 

रटप्पण:-  मूल  आदेि अजधसूचना संखया सा .का. जन 758(अ) तारीख 25 जसतंबर, 1985 द्वारा भारत के रािपत्र, 

असाधारण, भाग II खंड 3, उपखंड (i) में प्रकाजित की गई र्ी और अजधसूचना संखया  का. आ.  4645 (अ) 

तारीख 25 अक्टूबर, 2023 द्वारा अंजतम बार संिोजधत की गई र्ी। 

 

 

MINISTRY OF AGRICULTURE AND FARMERS WELFARE  

(Department of Agriculture, and Farmers Welfare) 

ORDER 

New Delhi, the 23rd November, 2023 

 S.O. 5051(E).— In exercise of the powers conferred by section 3 of the Essential Commodities Act, 1955 

(10 of 1955), the Central Government hereby makes the following Order further to amend the Fertiliser (Inorganic, 

Organic or Mixed) (Control) Order, 1985, namely:- 

1. This Order may be called the Fertiliser (Inorganic, Organic or Mixed) (Control) 

Tenth Amendment Order, 2023. 

 (2) It shall come into force on the date of its publication in the Official Gazettee. 

 

2. In the Fertiliser ( Inorganic, Organic or Mixed ) (Control) Order, 1985 ( hereinafter referred to as the said 

Order,) namely:- 

 (I)    in Schedule I, PART-A “ SPECIFICATIONS OF FERTILISERS,- 

(a)   in Sub-heading “1 (g) MICRONUTRIENTS,” after serial number 25 and entries relating there to, the 

following serial numbers and entries shall be inserted, namely:- 

“ 26 Chelated Calcium as Ca-EDTA 

(i) Appearance – Free flowing powder 

(ii)  Calcium content (expressed as Ca), percent by weight 

 minimum in the form of Ca-EDTA         9.0 

(iii)  pH (5 % solution)                      6.0 - 7.0 

(iv)  Matter insoluble in water percent by weight (maximum.) 0.5 

(v)   Lead (as Pb) percent by weight , maximum  0.003 

(vi) Cadmium (as Cd) percent by weight, maximum 0.0025 

(vii) Arsenic (as As) percent by weight, maximum     0.01 
 

27. Chelated Magnesium as Mg-EDTA 

(i) Appearance – Free flowing powder 

(ii) Magnesium content (expressed as Mg), percent by weight 

 minimum in the form of Mg-EDTA       5.0 

(iii) pH (5 % solution)                          6.0-7.0 

(iv)  Matter insoluble in water percent by weight (maximum)   0.5 

(v) Lead (as Pb) percent by weight ,maximum 0.003 
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(vi) Cadmium (as Cd) percent by weight, maximum 0.0025 

(vii) Arsenic (as As) percent by weight, maximum     0.01 
 

28. Chelated Manganese as Mn-EDTA 

(i) Appearance – Free flowing powder 

(ii) Manganese content (expressed as Mn), percent by weight  

minimum in the form of Mn-EDTA      10.0            

(iii) pH (5 % solution)   6.0-7.0 

(iv)  Matter insoluble in water percent by weight ,maximum   0.5 

   (v)  Lead (as Pb) percent by weight ,maximum  0.003 

(vi) Cadmium (as Cd) percent by weight, maximum 0.0025 

(vii) Arsenic (as As) percent by weight, maximum     0.01 

 

29. Chelated Copper as Cu-EDTA 

(i) Appearance – Free flowing powder 

(ii) Copper content (expressed as Cu), percent by weight 

          minimum in the form of Cu-EDTA            12.0                      

(iii) pH (5 % solution)      5.5 – 6.5 

(iv) Matter insoluble in water percent by weight (max.)   0.5 

(v)  Lead (as Pb) percent by weight , maximum  0.003 

(vi) Cadmium (as Cd) percent by weight, maximum 0.0025 

(vii) Arsenic (as As) percent by weight, maximum             0.01” 

 

(II) in sub-heading “1 (h) FORTIFIED FERTILISERS”, after serial number 34 and entries relating there to, the 

following serial numbers and entries shall be inserted, namely:- 

“35. Single Super Phosphate fortified with Zinc, Iron and Boron 

(i) Moisture percent by weight, maximum           5.0 

(ii) Available phosphorous (as P2O5) percent by weight, minimum          16.0                                              

(iii)  Water soluble phosphorous (as P2O5) 

per cent. by weight, minimum 14.5 

(iv) Iron (as Fe) per cent. by weight, minimum  0.25          

(v) Zinc (as Zn) percent by weight, minimum 0.5 

(vi) Boron (as B) per cent. by weight, minimum 0.2 

       (vii)  Free Phosphoric acid (as P2O5) percent. 

        by weight, maximum 4.0 

        (viii)  Sulphate Sulphur (as S) percent by weight, minimum 11.0 

(ix) Particle size-Minimum 90 percent of the material shall be retained between through 1.0 mm  and 4 mm IS 

sieve” 

 

(III) in sub-heading “1 (k) Liquid Fertiliser’’ after serial number 12 and entries relating     there to, the following serial 

numbers and entries shall be inserted, namely;- 
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13. Zinc Gluconate  

(i) Zinc as ( Zn) per cent. by weight, minimum   12.0 

(ii) pH (1% solution)  5.5-6.5 

(iii) Specific gravity 1.28 -1.45 

(iv) Lead(as Pb) per cent. by weight, maximum  0.003 

(v)Cadmium (as CD) per cent. by weight , maximum 0.0025 

(vi)Arsenic (as As) per cent. by weight , maximum   0.01 

 

3. In Schedule II, “PART-B METHODS OF ANALYSIS OF FERTILISERS”, after serial Number 35 and entries 

relating thereto, the following serial number and entries shall be inserted, namely:- 

 

‘‘36. Method of analysis Chelated Manganese as Mn-EDTA:- 

 

 A. Reagents:- 

(i) Glass distilled water or demineralized water of pH 2.5+/- 0.5:-Dilute l ml of 10% H
2

SO
4 

to one litre with 

glass distilled water or demineralized water and adjust the pH to 2.5 with a pH meter using 10% H
2

SO
4 

or NaOH. 

(ii) Di Sodium EDTA solution :- Dissolve 0.73 gm of di sodium EDTA di hydrate in distilled water and make 

volume to 100 ml. 

B.  Preparation of standard Manganese metal stock solution [1000 ppm]:- 

(i) Dissolve 1.0 gm of Manganese metal in 50 ml of conc. Hydrochloric acid and make volume to 1000 ml with 

distilled water. This is 1000 ppm Manganese stock solution. 

(ii)   Intermediate solution (100 ppm):- Pipette 10 ml of Manganese stock solution and 10 ml of Di sodium 

EDTA solution in 100 ml of volumetric flask and dilute to volume with distilled water. 

(Note:- In case the metal stock solution is not exactly 100.0 ppm, the exact titer value of di sodium EDTA 

required to chelate the metal has to be added.) 

(iii) Working Standard Solution:- Pipette following volumes of 100 ppm intermediate solution in 100 ml 

Volumetric flask and make volume with acidified water. 

 

Volume of 100 ppm 

intermediate solution 

taken 

To make volume to 100 ml Concentration of Mn in ppm 

After making vol. to 100 ml 

1.0 ml 100 ml 1.0 ppm 

2.0 m1 100 ml  2.0 ppm 

3.0 ml 100 ml 3.0 ppm 

4.0 ml 100 ml                4.0 ppm 

C.  Preparation of sample solution for Chelated Manganese:- 

(i) Weigh 1.0 gm of sample and transfer into 100 ml volumetric flask and make volume with distilled water. 

Pipette out 1.0 ml of sample solution and dilute further to make second dilution of 100 m1 with distilled water, 

pipette 5 ml from second dilution and make volume to 50 ml with acidified water to get the above flaming range 

from 1.0-4.0 ppm. 

(ii) Flaming the solutions:- Flame the standards and the sample of Chelated Manganese on atomic absorption 

spectrophotometer at a wavelength of 279.5 nm (Mn line of instrument ) using air-acetylene flame. 

(iii) Prepare a blank solution from which only the sample has been omitted. Flame along with standards and 

sample.    

 



16  THE GAZETTE OF INDIA : EXTRAORDINARY    [PART II—SEC. 3(ii)] 

D. Calculations:- Prepare a standard curve of 1‹nown concentration of Manganese solutions by plotting the 

absorbance value on Y-axis against their respective concentrations on X-axis. 
Part-I :- Determination of Total Manganese content in Chelated Manganese sample:- Total Mn content = 

Concentration of Mn in ppm  obtained after flaming the solution X 10 

Part-II :- Determination of Free Manganese content in Chelated sample:- 

Reagents:- 0.02 M Disodium salt of EDTA— 0.7444 gm of Disodium Salt of EDTA in 100 ml of distilled 

water. Standardize with 0.02 M standard Zinc or Manganese Metal solution. 

(i)  Hydroxylamine Hydrochloride — 0.1-0.2 gm; 

(i)  Trietanolamine — 1-2 m1; 

(ii) Buffer solution of pH — 10.0;and  

(iii) Indicator Eriochrome black T (EBT) powder. 

Take 10 ml of aliquot from stock dilution of sample (1.0 g in 100 ml) Add to it 0.1 g 

Hydroxylamine HCl, 1to 2 ml of triethanolamine, 10 ml buffer of pH 10.0, EBT indicator and titrate 

against 0.02 M disodium EDTA solution. 

% Free Manganese=Titration value of EDTA x Atomic weight of Mn metal Molarity of EDTA x 1 

% Chelated Manganese content = % Total Manganese - % Free Manganese content 

 

37. Method of analysis of Chelated Calcium as Ca EDTA:- 

A. Reagents:- 

(i) G1ass distilled water or demineralized water of pH 2.5+/- 0.5:- 

 

Dilute l ml of 10% H
2

SO
4 

to one litre with glass distilled water or demineralized water and adjust the pH 

to 2.5 with a pH meter using 10% H
2

SO
4

 or NaOH. 

(ii) Di sodium EDTA solution:- Dissolve 0.73 gm of di sodium EDTA di hydrate in distilled water 

and make volume to 100 ml. 

(iii) Strontium Chloride (SrCl
2 

.6H2O )- 15.0 gm in 0.5N HCl and dilute to 100 ml. 

B.  Preparation of Standard stock solution of Calcium 1000  ppm.- 

(i) Dissolve 2.498 gm CaCO
3 

in a minimum amount of 3 N HCl. Dilute to 1000 ml  with distilled 

water. This is 1000 ppm calcium stock solution. 

 (ii) Intermediate solution [100 ppm].- Pipette 10 ml of Calcium stock solution and 50 ml of Disodium EDTA 

solution in 100 m1 volumetric flask and dilute volume with distilled water. 

(Note:- In case the metal stock solution is not exactly 100.0ppm, the exact titer value of disodium 

EDTA required to chelate the metal has to be added.) 

(iii) Working Standard solution.- Pipette following volumes of 100 ppm intermediate solution in 100 

ml Volumetric flask and make volume with acidified water. 

Volume of 100 ppm 

intermediate 

solution taken 

Volume of strontium 

chloride 

To be added 

Concentration of Ca in ppm 

after 

making vo1. to 100 ml 

5.0 ml 10 ml 5.0 ppm 

10.0 ml 10 m1 10.0 ppm 

15.0 ml 10 m1 15.0 ppm 

20.0 ml 10 ml 20.0 ppm 
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C. Preparation of sample solution for Chelated Calcium.- 

 

(i) Weigh 1.0 gm of sample and transfer into 100 ml volumetric flask and make volume with distilled water. 

Pipette out 5.0 ml of sample solution and dilute further to make second dilution of 100 ml with 

distilled water, pipette 10.0 ml from second dilution and make volume to 100 ml with acidified water 

to get the  above flaming range from 5.0-20.0 ppm. 

 

(ii) Flaming the solutions.- 

 Flame the standards and the sample of Chelated Calcium on Atomic Absorbption Spectrophotometer at a 

wavelength of 422.7 nm (Ca line of instrument) using air-acetylene flame.  

(iii) Prepare a blank solution from which only the sample has been omitted. Flame along with standards and sample. 

D. Calculations.- Prepare a standard curve of known concentration of Calcium solutions by plotting the 

absorbance value on Y-axis against their respective concentrations on X- axis. 

Part-I :- Determination of Total Calcium content in Chelated Calcium sample:- 

Total Ca content = Concentration of Ca in ppm obtained after flaining the solution X 2 

Part-II :- Determination of Free Calcium in Chelated sample:- 

 

(i) Reagents:- 0.02 M Disodium salt of EDTA— 0.7444 gm of Disodium Salt of EDTA in 100 ml of 

distilled water. Standardize with 0.02 M standard Zinc and Manganese Metal solution. 

(ii) Buffer solution of pH — 10.0 

(iii) Indicator Eriochrome black T (EBT) powder,- 

(iv) Take 10 ml of aliquot from stock dilution of sample (1.0 g in 100 ml) Add to it 0.1 g 

Hydroxylamine HCl, 1to 2 ml of triethanolamine, 10 ml buffer of pH 10.0, EBT indicator and titrate 

against 0.02 M disodium EDTA solution. 

 % Free Calcium = Titration value of EDTA x Atomic weight of Ca metal x Molarity of EDTA x 1 

% Chelated Calcium content = % Total Calcium - % Free Calcium content 

 

38. Method of analysis of Chelated Magnesium as Mg-EDTA:- 

 

A. Reagents. - 

 

(i) Glass distilled water or demineralized water of pH 2.5+/- 0.5. - 

 

Dilute 1m1 of 10% H2SO4, to one litre with glass distilled water or demineralized water and adjust the 

pH to 2.5 with a pH meter using 1 0% H
2 

SO
4 

or NaOH. 

(ii) Di sodium EDTA solution:- Dissolve 0.73 gm of di sodium EDTA di hydrate in distilled water 

and make volume to 100 ml. 

B. Preparation of Standard stock solution of Magnesium 1000 ppm.- 

(i) Dissolve 1.0 gm of magnesium metal in 30 ml of 1:1 HCl and dilute to 1000 ml in volumetric flask with 

distilled water. This is 1000 ppm magnesium stock solution. 

(ii) Intermediate solution {100 ppm].- 

 

Pipette 10 ml of magnesium stock solution and 20 ml of Disodium EDTA solution in 100 ml 

volumetric flask and dilute volume with distilled water. 

(Note:- In case the metal stock solution is not exactly I 00 ppm, the exact titer value of disodium 

EDTA required to chelate the metal has to be added.) 
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 (iii) Working Standard solution :- Pipette following volumes of 100 ppm intermediate 

solution in 100 ml Volumetric flask and make volume with acidified water. 

Volume of 100 ppm 

intermediate 

solution taken 

To make volume to 100 

ml 

Concentration of Mg in ppm 

after 

making vol. to 100 ml 

0.1 ml 100 ml 0.1 ppm 

0.2 ml 100 m1 0.2 ppm 

0.4 ml 100 m1 0.4 ppm 

0.6 m1 100 m1 0.6 ppm 

 

C. Preparation of sample solution for Chelated Magnesium:- 

 

(i) Weigh 1.0 gm of sample and transfer into 100 ml volumetric flask and make volume with distilled water. 

Pipette out 2.0 ml of sample solution and dilute further to make second dilution of 100 ml with distilled 

water, pipette 1.0 ml from second dilution and make volume to 100 ml with acidified water to get the above 

flaming range from 0.1-0.25 ppm. 

(ii) Flaming the solutions:- Flame the standards and the sample of Chelated Magnesium on atomic absorption 

spectrophotometer at a wavelength of 285.2 rim (Mg line of instrument ) using air-acetylene. 

 

(iii) Prepare a blank solution from which only the sample has been omitted. Flame along with standards and 

sample. 

 

D. Calculations:- 

Prepare a standard curve of known concentration of Magnesium solutions by plotting the absorbance value on 

Y-axis against their respective concentrations on X-axis. 

Part-I :- Determination of Total Magnesium content in Chelated Magnesium sample.- 

Total Mg content = Concentration of Mg in ppm obtained after flaming the solution X 50 

 

 Part-II - Determination of Free magnesium in Chelated sample:- 

(i) Reagents:- 0.02 M Disodium salt of EDTA— 0.7444 gm of Disodium Salt of EDTA in 100 ml of 

distilled water. Standardize with 0.02 M standard Zinc and Manganese Metal solution. 

(ii) Buffer solution of pH — 10.0 

 

(iii) Indicator Eriochrome black T (EBT) powder 

 

(iv) Take 10 ml of aliquot from stock dilution of sample (1.0 g in 100 ml) Add to it 0.1  

gram Hydroxylamine HCl, 1to 2 ml of triethanolamine, 10 ml buffer of pH 10.0, EBT indicator and 

titrate against 0.02 M disodium EDTA solution. 

% Free Magnesium=Titration value of EDTA x Atomic weight of Mg metal x 

Molarity of EDTA x 1 

% Chelated Magnesium content = % Total Magnesium - % Free Magnesium content 

39. Determination of Chelated Copper as Cu-EDTA:- 

A. Reagents:- 

 

(i) Glass distilled water or demineralized water of pH 2.5+/- 0.5:- 
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Dilute l mI of 10% H2SO4 to one litre with glass distilled water or demineralized water and adjust 

the pH to 2.5 with a pH meter using 10% H
2

SO
4 

or NaOH. 

(ii) Di sodium EDTA solution:- Dissolve 0.73 gm of di sodium EDTA di hydrate in distilled  water and make 

volume to 100 ml. 

 

B. Preparation of Standard stock solution of Copper 1000 ppm.-   .   

(i) Dissolve 1.0 gm of Copper turnings in 30 ml of 1:1HNO
3 

 
 
 and dilute to 1000 ml in volumetric flask 

with distilled water.This is 1000 ppm copper stock solution. 

(ii)  Intermediate solution [100 ppm].-Pipette 10 ml of Copper stock solution and 10 ml of Disodium 

EDTA solution in 100 ml volumetric flask and dilute volume with distilled water. 

(Note:- In case the metal stock solution is not exactly 100.0 ppm, the exact titer value of disodium EDTA 

required to chelate the metal has to be added.) 

(iii) Working Standard solution :- Pipette following volumes of 100 ppm intermediate solution in 100 ml 

Volumetric flask and make volume with acidified water. 

Volume of 100 ppm 

intermediate solution taken 

To make volume to 100 

ml 

Concentration of Cu in 

ppm after making voI. to 

100 ml 

0.5 ml 100 ml 0.5 ppm 

1.0 ml 100 ml 1. 0 ppm 

1.5 ml 100 ml 1.5 ppm 

2.0 ml 100 in1 2.0 ppm 

 

C. Preparation of sample solution for Chelated Copper:- 

(i) Weigh 1.0 gm of sample and transfer into 200 ml volumetric flask and make volume with distilled water. 

Pipette out 2.0 ml of sample solution and dilute further to make second dilution of 100 m l with 

distilled water, pipette 10.0 ml from second dilution and make volume to 100 ml with acidified water to 

get between the above flaming range from 0.5-2.0 ppm. 

(ii) Flaming the solutions:- Flame the standards and the sample of Chelated Copper on atomic absorption 

spectrophotometer at a wavelength of 324.8 nm (Cu line of instrument ) using air-acetylene flame. 

(iii) Prepare a blank solution from which only the sample has been omitted. Flame along with standards and 

sample. 

D. Calculations:- 

Prepare a standard curve of known concentration of Copper solutions by plotting the absorbance value 

on Y-axis against their respective concentrations on X-axis. 

Part-I :- Determination of Total Copper content in Chelated Copper sample:- Total Cu content = 

Concentration of Cu in ppm obtained after flaming the solution X 10 

 

Part-II :- Determination of Free Copper in Chelated sample:- 

 

(i) Reagents:- 0.02 M Disodium salt of EDTA— 0.7444 gm of Disodium Salt of EDTA in 100 ml of 

distilled water. Standardize with 0.02 M standard Zinc/Manganese Metal solution. 

(ii) Acetate buffer (pH= 2.8) — 4.0 gm of Sodium acetate trihydrate + glacial acetic acid 155 ml make volume to 

1000 ml. 

(iii) Methanolic PAN Indicator:- 0.2 gm of PAN indicator in 10 ml of methanol. 
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Take 20 ml of aliquot from stock dilution of sample (1.0 g in 200 ml). Add 10 ml acetate buffer of pH 

2.8 and PAN indicator solution and titrate against 0.02 M disodium EDTA solution. End point is 

Magenta red to yellowish green. 

% Free Copper=Titration value of EDTA x Atomic weight of Cu metal x Molarity of EDTA x 1 

% Chelated Copper content = % Total Copper - % Free Copper content  

40 Estimation of Zinc Content in Chelated Zinc as Zinc Glycine by AAS 

 

D. Principle:- 

 The total Zinc in Zinc-Glycine is extracted by wet digestion (as Zinc) and 

estimated by using Atomic Absorption Spectrophotometer. 

I. Instruments / Equipments / Glasswares:- 

 

(i) Atomic Absorption Spectrophotometer; 

 

(ii) Hot Plate; 

 

(iii) Analytical Balance weight least count 0.1 mg; and  

 

(iv) Required Glasswares. 

 

 

2. Reagents and  Chemicals:- 

 

i) Zinc Metal (pure); 

 

ii) Nitric Acid (AR Grade conc.); 

 

iii) Sulphuric Acid (AR Grade conc.); 

 

iv) Perchloric Acid (AR Grade – 70%); and  

 

v) Tri Acid Mixture (10 part of Nitric Acid + 01 part of Sulphuric Acid + 04 parts of Perchloric 

 Acid). 

3. Procedure :- 

(a) Preparation of Standard Solutions - 

 

(i)  Preparation of 1000 ppm Standard Solution of Zinc - Weigh accurately 500 mg of Zinc metal and 

dissolve in 10 ml conc. Hydrochloric Acid and  make the volume to the volume of 500 ml with distilled 

water; and  

 

(ii) Preparation of Working Standard Solution – Take 1 ml, 2ml, 5 ml, 8 ml, 10 ml aliquot of 100 ppm 

standard solution in different 100 ml volumetric flasks and add 2 ml nitric acid in each volumetric 

flask and dilute to volume using distilled water. 

(iii) These solutions will be of 1.0, 2.0, 5.0, 8.0 and 10.0 ppm respectively. 

 

(b) Preparation of Sample Solution. - 

 

(i)  Take 1.0 gm sample of Zinc Glycine weighed in 250 ml Erlenmeyer (Conical) flask; 

(ii) Add 10 ml of Tri acid mixture (10 part of Nitric acid : 1 part of Sulphuric acid : 4 parts of Perchloric 

acid); 

(iii) Boil the solution at temperature between 150 to 200
o

C on hot plate till the solution is clear and 
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reduce the volume till white fumes appears; 

(iv) Then remove the solution from hot plate, cool it and  make up the volume to 250 ml with distilled 

water; 

(v)  Take 5 ml aliquot in 250 ml volumetric flask and make the volume with distilled water; and 

(vi) Run blank solution also to the same level. 

 

(c) Estimation of Zinc in the sample by AAS. – 

 

  Flame the standard solution followed by sample solution at 215.9 nm wavelength. 

 

4. Calculation:- Zinc % by weight :- (S-B) x V x D x 100 / W x 10
6
 

 

Where S = Average of concentration in sample reading in ppm V = Volume of 

solution 

B = Blank reading in ppm D = 

Dilution 

W = Weight of the sample in gm 

 

Note:- Distilled water instead of Milli-Q-Water has been used during analysis of the sample. 

 

41. Estimation of Calcium Content in Chelated Calcium as Calcium Glycine by Atomic Absorption 

Spectrophotometer. 

 

Principle:- 

 The total Calcium in Calcium-Glycine is extracted by wet digestion (as Calcium) and estimated by using 

Atomic Absorption Spectrophotometer. 

I. Instruments / Equipments / Glasswares:- 

 

(i) Atomic Absorption Spectrophotometer; 

(ii) Hot Plate; 

(iii) Analytical Balance weight least count 0.1 mg; and  

(iv) Required Glasswares. 

 

II. Reagents and  Chemicals:- 

 

(i) Calcium Carbonate (Assay 99.5%); 

 

(ii) Nitric Acid (AR Grade conc.); 

 

(iii) Hydrochloric Acid (Assay 35.8 – 36.5%); 

 

(iv) Perchloric Acid (AR Grade – 70%); 

 

(v) Lanthanum Oxide (Assay 99.0%); 

 

(vi) Acid Mixture (Nitric Acid 2 parts : Perchloric Acid 1 part) ; and  

 

(vii) Lanthanum Oxide Solution: 5.86%w/v (58.65 gm of lanthanum oxide, 250 ml Hydrochloric acid and  

make up the volume 1000 ml with Milli-Q water). 
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III. Procedure : 

 

A. Preparation of Standard Solutions. - 

 

(i) Preparation of 1000 ppm Standard Solution of Calcium - Weigh accurately 2.50 gm of Calcium

 Carbonate and dissolve in 1000 ml volumetric flask and make the volume to 1000 ml with  

distilled water; and 

(ii) Preparation of Working Standard Solution – Take 0.5 ml, 1.0 ml, 2.0 ml, 3.0 ml, 

4.0 ml, 5 ml aliquot of 100 ppm standard solution in different 100 ml volumetric flasks and  add 10 ml 

of lanthanum oxide solution in each volumetric flask  and dilute to volume using distilled water. These 

solutions will be of 0.5, 1.0, 2.0, 3.0, 4.0, 5.0 ppm respectively. 

 

B. Preparation of Sample Solution. - 

 

(i) Take 1.0 gm sample of Calcium Glycine weighed in 250 ml Conical flask; 

(ii) Add 10 ml of acid mixture; 

(iii) Boil the solution at temperature between 150 to 200
o

C on hot plate till the solution is clear & reduce the 

volume till white fumes appears; 

(iv) Then remove the solution from hot plate, cool it and  add 5 ml Hydrochloric acid and make up the volume 

to 250 ml with distilled water; 

(v) Take 2 ml aliquot in 250 ml volumetric flask and add 25 ml lanthanum oxide solution and make the 

volume with distilled water; and  

(vi) Run blank solution also to the same level. 

 

C. ESTIMATION of Calcium in the sample by AAS. – 

 

Flame the standard solution followed by sample solution at 422.67 nm wavelength. 

 

Calculation:- Calcium % by weight :- (S-B) x V x D x 100 / W x 10
6  

        
Where S = Average of concentration in sample reading in ppm  

         V = Volume of solution 

B = Blank reading in ppm  

D = Dilution 

W = Weight of the sample in gm 

 

Note:- Distilled water instead of Milli-Q-Water has been used during analysis of the sample. 

 

 

5.  In Schedule III, “PART-D, Method Of Analysis of Biofertilisers” in sub-heading “1(E) . Method 

of Analysis for Mycorhizal Biofertilisers,” in serial 3 “Estimation of total viable spores” for para 

(b),the following shall be substituted namely:- 

“(b) Procedure 

(i) Mix 100 gram Mycorrhizal biofertiliser in a substantial volume of water and decant through a series of 

sieves arranged in descending order of mesh size; 

(ii) Vigorous washing with water is necessary to free spores from aggregates of clay carrier material or 

organic materials; 

(iii) Roots and coarse debris are collected on coarse sieves (1mm and 450 micron),while spores are 

captured on all the respective finer sieves (250 micron, 100 micron and 40/50 micron); 
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(iv) Collect the sieving in jars and view the aliquots for spore count during continuous stirring on magnetic 

stirrer so that proper separation of spores and carrier could occur (as per suggestions from TERI experts); 

(v) Transfer aliquots from all the finer sieves (250 micron 100 micron and 40/50micron) are mixed and observed 

properly on the gridded Petri dishes or plate under stereomicroscope for total viable spore count; and  

(vi) Count the number of spores in plate/dish and express it as spores or gram of  the sample. 

 

6 A. In Schedule VII, under heading “GENERAL SPECIFICATIONS OF NANO FERTILISERS” in sub-heading 

“1. Nano Nitrogen”, in table,- 

(a) in serial” number 1, and entries relating thereto,  shall be omitted; 

(b) in serial” number 4, and entries relating thereto,  shall be omitted; 

(c) in serial” number 5, and entries relating thereto,  shall be omitted; 

 

B. after serial number 2, “Na n o  N i t ro g e n  a nd  P ho sp h o ru s  Fe r t i l i z e r ”, and entries relating thereto, 

the following serial number  and entries shall be inserted , namely,- 

 

“3 Nano Phosphorus fertilizer 

 

Sl. No. Parameters Specifications 

(i) Particle Size in nano meter (nm) in one direction:  

(ii) (a) Hydrodynamic particle Size (as 

per DLS ) (At least 50 % 0f the particles in the 

tested samples should be in range fulfilling the 

Department of Biotechnology guidelines) 

<100 nm 

 (b) Physical Particle Size as per TEM 

analysis (At least 50 % 0f the particles in the tested 

samples should be in range fulfilling the Department of 

Biotechnology guidelines) 

<100nm 

(iii) Zeta Potential in ± mV(scale)  14to17  

 [F. No.-2-3/2023Fert Law] 

YOGITA RANA, Jt. Secy.  

 

 

 

Note:- The principal notification was published in the Gazette of India, Extraordinary, Part II, section 3, sub-section 

(ii), vide notification GSR No.758  ( E)  dated 25
th

 September,1985 and was last amended vide notification 

number S.O. 1024 ( E)  dated 2
nd

  March, 2023. 
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